
Microwave oven Built-in triM Kit Guide
27"     NN-TK922SS / NN-TK722SS / NN-TK903S / NN-TK621SS
30"    NN-TK932SS / NN-TK732SS / NN-TK913S

n Compatible with most Panasonic stainless-steel models
n Provides custom built-in look
n High-end stainless-steel finish
n Fits 27" or 30" cabinet openings
n Easy installation, all parts included



Design and specifications subject to change without notice. 
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Microwave oven Built-in triM Kit Guide
 NN-TK922SS / NN-TK722SS / NN-TK903S / NN-TK621SS / NN-TK932SS / NN-TK732SS / NN-TK913S 

Compatible 
miCrowave models

NN-SE982S

NN-SD997S

NN-SD962S

NN-SN973S

NN-SE782S

NN-SD797S

NN-SD762S

NN-SN773S

NN-CD989S

NN-SD681S

NN-SN661S

built-in installation trim Kits 
Panasonic stainless-steel microwave ovens can be easily installed using an optional, compatible trim kit.

Please refer to instruction manual included with each trim kit for detailed installation directions and 
specifications.

 

Illustration shown may not directly depict all trim kit models. 

Panasonic Consumer Electronics Company

Division of Panasonic Corporation of North America 
Executive Offices: Two Riverfront Plaza  
Newark, NJ  07102-5490
(201) 348-7000

shop.panasonic.com

Panasonic Customer Service
9 am – 9 pm (EST) Monday through Friday;  
10 am – 7 pm (EST) Saturday and Sunday
1-800-211-PANA 

www.panasonic.com/inverter

Microwave oven
2.2 Cu. Ft. 1.6 Cu. Ft. 1.5 Cu. Ft. 1.2 Cu. Ft.

NN-SE982S, NN-SD997S,  
NN-SD962S, NN-SN973S

NN-SE782S, NN-SD797S,  
NN-SD762S, NN-SN773S   NN-CD989S

NN-SD681S,  
NN-SN661S

trim Kit
27" 

nn-tK922SS
30" 

nn-tK932SS
27" 

nn-tK722SS
30" 

nn-tK732SS
27" 

nn-tK903S
30" 

nn-tK913S
27" 

nn-tK621SS 

trim Kit outer 
Size

a- Height 18-9/16" 16-1/2" 19-1/2" 16-1/2"

B- width 27" 30" 27" 30" 27" 30" 27"

trim Kit
inner Size

c- width 24-5/8" 22-5/8" 24-3/4" 20-7/8"

d- Height 13-7/16" 13-11/16" 11-3/8" 11-5/8" 14-3/8" 12-1/4"

cabinet 
opening

e- width 25-1/2" 28-1/2" 25-1/2" 28-1/2" 24-7/8" 25-1/2"

F- Height 17-3/8" 15-5/16" 18-1/16" 15-5/16"

G- depth 21" minimum


